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INSTALL NEW FIRE HYDRANT ASSEMBLY, 40 L.F. OF 6-INCH DIAMETER 
11/4"0CLASS 52 D.I.P. ND 8''X8''X6'' TEE. //
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NOTES: 

1. ALL WATER MAINS ARE CAST IRON PIPE UNLESS OTHERWISE NOTED. 

2. ALL NEW PIPE AND FITTINGS SHALL BE MECHANICAL JOINT WITH RETAINER GLANDS. ALL FITTINGS 
SHALL BE PROVIDED WITH THRUST BLOCK. 

3. TEMPORARY HYDRANTS SHALL BE PROVIDED AT ALL LOCATIONS WHERE EXISTING HYDRANTS ARE 
TAKEN OUT OF SERVICE OR USED FOR BY-PASS PIPE CONNECTIONS, ANY HYDRANT, TEMPORARY 
OR PERMANENT, WHICH IS NOT IN SERVICE SHALL BE COVERED WITH A BURLAP BAG. ACCESS 
TO HYDRANTS BY THE FIRE DEPARTMENT SHALL NOT BE OBSTRUCTED BY THE CONTRACTOR'S 
OPERATIONS. TEMPORARY HYDRANTS SHALL BE CONNECTED TO THE LARGEST SIZE BY-PASS PIPE 
USED IN EACH LOCATION. 

4. EXCAVATIONS OR TRENCHING WITHIN CLOSE PROXIMITY TO UNDERGROUND FACILITIES OR UTILITY 
POLES WILL REQUIRE PROTECTION IN AN APPROVED MANNER TO PREVENT DAMAGE OR INTERRUPTION 
OF SERVICE TO UNDERGROUND FACILITIES. THE COST TO PROVIDE THIS PROTECTION WILL BE 
BORNE BY-THE CONTRACTOR DOING THE TRENCHING OR EXCP,VATING. 

5. THE CONTRACTOR SHALL ABIDE BY.ALL REQUIREMENTS OF THE "HIGH VOLTAGE PROXIMITY ACT". 

6. THE CONTRACTOR SHALL BE RESPONSIBLE TO PROTECT IN AN APPROVED MANNER EXISTING THRUST 
BLOCKS WHICH ARE RESTRAINING EXISTING UTILITIES. EXISTING THRUST BLOCKS SHALL NOT 
BE UNDERMINED. 

7. EXISTING MAINS TO WHICH CONNECTIONS SHALL BE MADE ARE SIZED AND LOCATED IN ACCORDANCE 
WITH THE BEST INFORMATION AVAILABLE. THE CONTRACTOR SHALL BE PREPARED TO ACCQMMODATE . 
CHANGES IN THE SIZE OR LOCATION BY MAINTAINING AT THE JOB SITE ADDITIONAL PIPE, FITTINGS 
VALVES IN THE RANGES OF SIZES BEING DEALT WITH. THIS ADOITIONAL MATERIAL SHALL BE 
AVAILABLE TO PREVENT DELAYS IN CONSTRUCTION. 

8..THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL AND DISPOSAL OF EXCESS EXCAVATED 
MATERIAL TO AN APPROVED LOCATION AT NO ADDITIONAL COST TO THE GOVERNMENT. 

9. UPON BACKFILLING, THE CONTRACTOR SHALL BROOM-SWEEP STREITS, USE CALCIUM CHLORIDE TO 
CONTROL DUST AND HOSE DOWN THE PAVEMENT TO KEEP SURFACE CLEAN. 

10. ALL TRENCHES SHALL BE BACKFILLED WITHOUT DELAY, OPEN TRENCHES SHALL BE KEPT TO A 
MINIMUM AND AS DIRECTED BY THE CONTRACTING OFFICER. 

11. THE CONTRACTOR SHALL CAREFULLY READ ALL CONTRACT DOCUMENTS AND STUDY ALL CONTRACT 
DRAWINGS AND SPECIFICATIONS AND HIS PROPOSAL IS DEEMED TO INCLUDE EVERYTHING REQUIRED 
TO MAKE THE PRCJECT CCMPLETE IN EVERY RESPECT, WHETHER OR NOT SPECIFICALLY SHOWN OR 
SPECIFIFED. 
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SERVICES AND PIPE TO BE ABANDONED 

VALVES TO SE REPLACED 

NEW VALVES TO BE INSTALLED 

HYDRANT 
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